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'“:“IH ré?ﬁ orms
specifications Técnicas 1302 Fluotop® T2 Normas
Yarn Hilo PES HT 1100,/2200 Dtex el - i
Total mass Masa total ﬂmym o NF EN ISO 2286-2

40 oz/sqyd

Width Ancho 178 cm (-imm/+Imm)
[Tensile strength S Resistancia a la traccion  800/700 daN/5 cm NFENISO 1421
(warp/weft) (urdimbre /trama) 880/740 Lbs FTMS 191 A Method 5102
[Tear strength Resistancia al desgarro  120/110 daN DIN 53.363
(warp/we (urdimbre /trama) 155§ﬂﬂ Lbs ASTM D 573395 Trapezoid
‘Adhesion Adherencia 13 daN/5 cm NF EN ISO 2411
Flame retardancy Reaccion al fuego DIN 4102 B1

'Surface Treatment

‘Product destination

Tratamiento de superficie
Aplicacion del producto

BS 7837 - SIS 650082
NFPA 701 - California State Fire Marshal

Fluotop® T2

Permanent Textile Structures
Estructuras Textiles Permanentes

The technical data here above are avorage values with a +/- 5% tolorance.

Los datos de osta ficha técnica lo son de los valores medios, con una tolerancia de + /- 5%,
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|Coating thickness

at the top of the yarns
Total thickness

Light transmission
“[iffuse aiffuse” method,
chose [0 aman éye peroepiion

'White index

Espesor de enduccion

Espesor total
Paso de luz

indice de blanco

' Thermal values  Valores térmicos

Transmissinn Transmision solar
Reflexion Reflexidn solar
Absorption : Absorcion solar
Shading coefficient Factor solar
Transmission UV Transmision UV
'Global thermal conductivity Conductancia térmica global
Vertical position Posicién vertical
Horizontal position Posicién horizontal

en la cresta de los hilos

“Método difuso/difuso " priuimo
& @ pesrcepctidn oy oln hurmano

Informacién complementaria

300 microns
1,02 mm
6 % NFP 38511

82 % CIE : Commission imernationale de 'Ecinirage

Ts 5%
Rs 78 %
As 17 %
Fs 11 %

T-UV 0%

ASHRAE standard 74-1988

Eppley Solar & Sky UV radiometer

U= 5,6W/sqm/°C

U= 31,7 Btu/ (hr.sqft.*
U= 6,4W/sqm/°C / (hroqtt.-F)

U= 36,3 Btu/ (hr.sqft."F)
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Indice de atenuacion
acustica

Acoustical weakening index

‘Maximum temporary temperatures sustained by the installed membrane

16 dBA IS0 717

- 30°C/+ 70°C

Temperaturas extremas soportables puntualmente por la membrana instalada

‘Quality management

according to
TEK'-!LO?P'
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The Fluotop® T2 high PVDF contont doos not allow welding which are roslstant
safe under tension ai olevated temperature. The abrasion of the surface
treatment ks required to allow a high Frequency weld by overlapping.

The Pricontraint® technkque enduros a highor coating thickness on top of the
yam and offors the exclusive advantage of allowing the manufactures to safely
carry oul wolding. Two assombly methods can be considored :

» Conmventional welding by overlapping aftor nbrading the odges (cutting ol the
be wolded, assembly of panels using high-fro-
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FLUOTOP T2

Sistema de calidad asegurada

FERRARI

150 9002

TMOARAMTI

chivsbon por cabor despuds de la abraskon do los bordos (corte de s tallas, abra
partos & soldai, enkin do las tallas por Atla Frecuencla),

Procaucionos on la manipulacion ¥ mantenimionto: Rogamos nos consulton.
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