Technical Précontraint® 502 Précontraint® 702 Norms
data white 8100 translucent white 8103 blackout
Yarn 1100 Dtex PES HT 1100 Dtex PES HT TERS('—,;IESE
-
Weight per sgm 650 g B30 g NF EN I1SO 2286-2
Width 270 cm 270 cm
Tensile strength 280/260 daN/5 cm 280,280 daN/5 cm NF EN IS0 1421
{(warp/weft)
Elongation <1% <1% 200 daN/m
under load 23°C, 24 hours
Tear strength 28/25 daN 30/28 daN DIN 53.363
{warp/weft)
Adhesion 10 daN/5 cm 10 daN/5 cm NF ENISO 2411
[ Light transmission 13% NFP 38.511
"diffused/diffused”
method closest
to human eye perception
: Finish Varnish both sides Varnish both sides
Flame retardancy NP 92503 M2 - DIV 4102 B1 - UNE 2372790 NAP 92503 M2 - DIN 4102 B1 - UNE 2372790
Califorma State Fre Marshal - NFPA T01 California State Fre Marshal - NFPA 704
BS 7837 - 515 650082 BS 7837
! Temperature extremes -30°C/+70°C -30°C/+70°C
{while handling)
Coating thickness 160 pm >220 pm
on top of the yarn
| Solar optical values ASTM 903
TE 9,30 % 0% Energy transmission
RE 79,40 % 72 % Energy reflection
AE 11,30 % 28 % Energy absorption
TV 8 % 0% Visible light Transmission
FS 12.20 % 7,20 % Solar factor EN 410
[ Quality insurance IS0 9002 IS0 9002

Technical data are average values

| A 5 year guarantee

On the strength of its advanced
technology and innovation, Ferrari
is the only weaver and coater
to offer a 5 year guarantee over
the past 10 years.

PRECONTRAINT’
502-702

| The Préecontraint®
M2 detergent

Ferrari recommends the use of
the Précontraint® M2 detergent for
all cleaning purposes. The solution
is both effective and non aggressive
as well as fungicide and up to
90 % biodegradable, for optimum
cleaning of the Précontraint®
textiles with no risk of deterioration.
Available in two packaging types
(20 or 220 kg), the Ferrari detergent
Is recommended as part of Ferrari
Euarantees.
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