1 Kurseiy School - Harl, Labonde
2 French Etrary BMF - Cabingd 0. Permmll

3 Prodoinot Foctory Do Quelen, Maronose, Savoye

4 Swimmirg poo! Amiral seeguibemy - BEG
Ass, Architecis

Batyline M1, architectonic textiles to enhance creativity

Add volume and colour to
ceilings and partitions

With Batyline M1 range
textiles, the ceiling has
become the Key Lo interior
harmony.

With its wide range of colours
suited to any applications,
the air permeable Batyline
texture set it apart from the
rest.

Numerous combinations of
transparency, opacity and
indirect lighting can be
achieved in ceiling menbranes
and internal partionnings.

| Technical data

| Weight sqm

Tensile strength
(warp,/weft)

| Dimensional Stability

| Flame retardancy

'. Porosity

| Width

| Imagine outstanding
lines and shapes

The texture of Batyline M1
allows large span tensionned
surfaces without heavy
frames.

A number of easy to install
systems allows the creation
of original slopes, curves
and shapes.

HM1

560 g/m2
230/200 daN/5 em

0% schrinkage

M1
Bl

20%
180 cm

Resistant to micro organisms and thermal variations.

High colour fastness.
Application systems:

¢ Eyvelels + elastic straps
* Retaining rods + springs
* Netting

Safety: Batyline M1 is a fire-proof web suitable for public premises.

Technical data are average values

Combine aesthetic,
safety and technical
advancement

Besides its aesthetic qualities,
the air permeable Batyline
M1 provides an efficient
screening of pipes and internal
doctings, wilst maintaining

easy access for maintenance.

Its high tear resistance is a
major added safety factor.
Batyline HM1/XP complies
with fire safety equipment
requirements for Sprinkler
systems.

HM1/XP

460 g/m2
45/85 daN/5 cm

0% schrinkage

M1
Bl

52%
180 cm

| The Ferrari guarantee

The Batyline range is part of
the Ferrari architectonic range
available worldwide.

ISO 9002 quality assurance

Buarantees the quality of our
products. 10 years warranty.
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