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Heavyweight fabric for applications requiring flame retardancy and UV stability for all kinds
of sun shades. The scrim is produced in a special weaving pattern to enhance thickness,
flatness, abrasion resistance and tear properties.

FABRIC SPECIFICATIONS

WEAVE Woven flame retardant HDPE scrim using 1600 denier tapes
COATING 4 mil average each side (95 g/m?/side)

COLOUR Off-White, green, blue, red and sandstone.

WEIGHT 12.1 oz/yd2 (410 g/m2), +/- 5 % '

THICKNESS 0.59mm ASTM D5199

PERFORMANCE
STRIP TENSILE! Warp 241 kg | Weft 223 kg | ASTM D5034
TONGUE TEAR? Warp b5dkg | Weft 657kg | ASTM D2261
MULLEN BURST 4968 kPa ASTM D3786
ACCELERATION UV >90 % strength after 2000 hrs | ASTM G53
WEATHERING?

1Strip tensile — ASTM D5035 — 50 mm strip, 76 mm gage length, 300 mm /min elongation rate
2 Tongue Tear — ASTM D2261 —-38 mm wings, 75 mm gage length, 300 mm/min elongation rate
3Q.U.V. [A-340Lamps]: 8 hrs UV @ 600 C; 4 hrs condensation @ 50° C

FR & UV PERFORMANCE

This product meets the requirements of NFPA 701(large scale), ASTM E84 (Class 1), CAN/ULC
S109 (large scale), and UBC31-1.

ROLL SPECIFICATIONS

CORES 4 inch (101.6 mm) or 5 inch (127 mm) 1.D.
WIDTH Up to 150 inches (-0, +0.5) as ordered, 3.81 m (-0, +12 mm)
LENGTH Minimum 500 yds/roll (457 m); up to 1000 yds/roll (914m)
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